


F.V/Time 10 min 15 min 20 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 292.8 246.4 215.3 154.9 123.0 99.9 62.0 48.4 39.2 31.8 27.8 22.7 18.9 10.62

1.80V/cell 374.2 297.7 254.5 182.8 143.1 111.9 67.7 52.0 41.8 34.2 29.8 24.0 20.0 10.72

1.75V/cell 411.1 352.2 273.8 189.8 148.5 117.0 70.2 53.0 42.8 35.1 30.6 24.5 20.2 10.82

1.70V/cell 448.1 347.2 287.7 197.5 154.4 120.7 73.0 54.5 43.9 36.0 31.2 24.8 20.4 11.02

1.65V/cell 483.6 369.2 305.7 208.4 158.3 124.8 75.0 56.8 45.4 37.0 31.9 25.2 20.8 11.16

1.60V/cell \ 394.8 325.6 220.0 165.0 129.2 77.6 58.5 46.8 38.2 32.6 25.4 21.0 11.22

F.V/Time 10 min 15 min 20 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 546.3 464.5 410.3 297.7 238.1 193.8 120.9 94.5 76.7 62.5 54.9 44.8 37.4 21.3

1.80V/cell 688.8 552.9 477.6 347.1 274.6 215.8 131.1 101.2 81.5 66.9 58.6 47.5 39.6 21.4

1.75V/cell 747.5 598.1 509.6 358.5 283.6 224.9 135.6 102.8 83.2 68.6 60.1 48.3 40.0 21.6

1.70V/cell 803.4 663.9 532.5 371.7 294.1 231.5 140.7 105.4 85.2 70.1 61.3 48.9 40.3 22.0

1.65V/cell 860.8 669.7 563.0 390.3 300.3 238.5 144.2 109.6 87.9 72.0 62.6 49.6 41.1 22.2

1.60V/cell \ 707.6 593.6 408.1 310.2 244.9 148.1 112.4 90.3 74.0 63.8 50.0 41.5 22.3
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ALL DATA IS SUBJECT TO  CHANGE WITHOUT NOTICE

Charging Characteristics (cycle use)

Constant Current Discharge (Amperes) at 25°C (77°F)

Discharge Characteristics 

Cycle Life in Relation to Depth of DischargeTemperature Effects in Relation to Battery Capacity

Self Discharge Characteristics

Constant Power Discharge (Watts) at 25°C (77°F)
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Testing condition
Discharging:current 0.17C (FV 1.7V/cell);
Charging:current 2.45V/cell,max. 0.25CA;
Charging volume:125% of discharged capacity.

Storage Time(Months)
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No supplementary charge required

(Carry out supplementary charge before use if 100% capacity is required.)

Supplementary charge required before use.Optional charging way as below:

1.Charged for above 3 days at limted current 0.25CA and constant volatge 2.25V/cell.

2.Charged for above 20hours at limted current 0.25CA and constant volatge 2.45V/cell.

3.Charged for 8~10hours at limted current 0.05CA .

Supplementary charge may often fail to recover the capacity.

The battery should never be  left standing till this is reached.
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