


F.V/Time 5 min 10 min 15 min 20 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 59.3 44.8 37.0 31.3 23.5 17.3 13.9 8.41 6.27 5.04 4.24 3.66 2.87 2.38 1.28

1.80V/cell 70.3 50.1 40.3 33.7 25.0 18.2 14.5 8.74 6.48 5.19 4.35 3.75 2.94 2.43 1.30

1.75V/cell 79.5 54.5 43.1 35.6 26.3 19.0 15.1 9.00 6.65 5.31 4.44 3.82 2.99 2.46 1.33

1.70V/cell 87.6 58.4 45.5 37.4 27.4 19.7 15.6 9.23 6.79 5.41 4.52 3.88 3.03 2.50 1.34

1.65V/cell 94.5 61.9 47.7 38.9 28.3 20.3 16.1 9.43 6.92 5.50 4.58 3.93 3.07 2.52 1.35

1.60V/cell 100.6 64.9 49.6 40.2 29.1 20.8 16.4 9.60 7.02 5.57 4.64 3.97 3.10 2.55 1.36

F.V/Time 5 min 10 min 15 min 20 min 30 min 45 min 1h 2h 3h 4h 5h 6h 8h 10h 20h

1.85V/cell 112.3 85.7 71.4 61.0 46.1 34.0 27.5 16.7 12.5 10.1 8.52 7.38 5.81 4.81 2.61

1.80V/cell 132.1 95.2 77.3 65.2 48.8 35.7 28.7 17.3 12.9 10.4 8.71 7.53 5.92 4.89 2.63

1.75V/cell 148.1 102.9 82.2 68.7 51.0 37.1 29.6 17.8 13.2 10.6 8.87 7.65 6.00 4.96 2.67

1.70V/cell 161.6 109.4 86.3 71.7 53.0 38.4 30.5 18.2 13.4 10.7 8.99 7.75 6.07 5.00 2.69

1.65V/cell 172.9 115.1 89.9 74.3 54.6 39.4 31.4 18.5 13.7 10.9 9.10 7.83 6.13 5.05 2.71

1.60V/cell 182.3 119.8 92.9 76.5 56.0 40.2 32.0 18.8 13.8 11.0 9.18 7.89 6.17 5.08 2.73
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Float Charging Characteristics

Constant Current Discharge (Amperes) at 25°C (77°F)

Discharge Characteristics 

Effect of Temperature on Long Term Float LifeTemperature Effects in Relation to Battery Capacity

Self Discharge CharacteristicsCycle Life in Relation to Depth of Discharge

Constant Power Discharge (Watts) at 25°C (77°F)
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Charging voltage:
2.25V/cell
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Testing condition
Discharging:current 0.17C (FV 1.7V/cell);
Charging:current 0.25C max, voltage 2.45V/cell;
Charging volume:125% of discharged capacity.

Ambient Temperature:
25°C (77°F)
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No supplementary required
(Carryout supplementary charge before use if 100% capacity is required.)

Supplementary charge required before use. Optional charging way as below:
1. Charged for above 3 days at limited current 0.25CA and constant voltage 2.25V/cell.
2. Charged for above 20 hours at limited current 0.25CA and constant voltage 2.25Vcell.
3. Charged for 8 ~ 10 hours at limited current 0.05 CA.

Supplementary charge may often fail to recover the capacity.
The battery should never be left standing till this is reached.
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