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UT375-2 Physical Specification

Awaiting Image Part Number UT375-2
Length 65+ 2 mm
Width 198 £ 2 mm
Container Height 574 + 2 mm

Total Height (with terminal) 606 £ 2 mm

Approx Weight 15.2kg / 20.5kg
without / with Electrolyte

Nominal Voltage 2V
Nominal Capacity (5HR) 375.0AH
Terminal Type Standard Terminal M10 bolt
Container Material Standard Option PP
(5 hr, 1.75V/cell, 30°C) 375.0 A H/75.0A
(0.5 hr, 1.50V/cell, 30°C) 187.5 AH/375.0A
Max Discharge Current 3000A (5s)
Discharge Characteristics Operating Temp. Range Discharge: -15 ~ 55°C

Charge: 0 ~ 50°C
Storage: 5 ~ 40°C

Cycle Use Initial Charging Current less than 52.5A.Voltage
2.40V ~ 2.50V Temp. Coefficient -5mV/°C

Cycle Life >= 1200 cycles

Capacity affected by Temperature 40°C 103%

25°C 100%

0°C 86%

Self Discharge Ultracell UZS batteries may be stored for up to 6 months at 25°C and then a refresh charge is required.
For higher temperatures the time interval will be shorter.

Dimensions

M Terminal e P ==

$15(0.5 91

M10 [0.39 4]
]

L

S5

B
EORGAVA

Revised: 14 Aug 2014
1 Ultracell (UK) Ltd | Vesty Business Park, Vesty Road, Liverpool, L30 1NY, United Kingdom ALL DATA IS SUBJECT TO CHANGE WITHOUT NOTICE

@, 1S09001 \E\ @' CE N

Tel: +44 (0) 151 523 2777 | Fax: +44 (0) 151 523 0855 | Email: info@ultracell.co.uk
www.ultracell.co.uk




2

UT375-2

2V 375AH

Capacity
(%)

120

110

100

90

80

AN S

70

60

NV

50

N\

40
30

20

10

Current
A
1.2C
1.1C
1.0C
0.9C
0.8C
0.7C
0.6C
0.5C
0.4C
0.3C
0.2C
0.1C

1 2 3

Time (hour)

215
213
211
2.09
2.07
2.05
2.03
2.01
1.98
1.97

Ultrace/l

‘Quality in Every Language’

Discharge Characteristics Density Effects in Relation to Voltage
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Density Effects in Relation to Capacity Temperature Effects in Relation to Battery Capacity
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Discharge Characteristics Cycle Life in Relation to Depth of Discharge

100

80

60

40

20

Depth of Discharge Cs (%)

500 1000 1500 2000 2500 3000 3500

Cycle Number

Ultracell (UK) Ltd | Vesty Business Park, Vesty Road, Liverpool, L30 1NY, United Kingdom

Tel: +44 (0) 151 523 2777 | Fax: +44 (0) 151 523 0855 | Email: info@ultracell.co.uk

www.ultracell.co.uk

Revised: 14 Aug 2014
ALL DATA IS SUBJECT TO CHANGE WITHOUT NOTICE



http://www.tcpdf.org

